2006 Washington State Energy Code
Residential Compliance Form

THEETD‘N COUNTY

FINCT WAT

Applicant Name: _ Project Nomber:

Heating System Type (check one): o Forced Air Furnace o Zone Heat o Other:
Maximum Heating System Size (BTU/Hr, from reverse side):
Mechanical Ventilation System Type per the 2006 Ventilation and Indoor Air Quality Code (check ﬂne}

O Intermittent whole house ventilation using exhaust fans —VIAQ 303.4.1

O Intermittent whole house ventilation using a forced air system —VIA(Q 303 .4.2

O Intermittent whole house ventilation using a supply fan — VIAQ 303.4.3

O Intermittent whole house ventilation using a heat recovery ventilation system — VIAQ 303 .4.4

Prescriptive Requirements ™’
Applies to wood frame structures OR
All the insulation 1s interior or exterior of the framing

Options (see Glazing | Glazing U-Factor | Door” Ceiling' | Vaulted | Wall™ | Wall --| Wall Floor" | Slab®
http:/www.enerey. | Area' Vertical | Over- U-factor Ceiling’ Above | Int* Ent’
wsn.edw/code/ head"! - Grade | ‘Below | Below
for more options) £ Grade Grade
Single Family, Unlimited | 0.35 0.58 0.20 R-38 R-30 R-21 'R-—2*l +R-10 R-30 R-10
Townhomes, Duplex | R-3 N
Apartments, Hotels | Unlimited | 0.35 0.58 - 0.20 R-38/ R-30/ R-21 R ]5 R-10 R-30 R-10
R-1 and U=0.031 | U=0.034 U=.
| R2 0.029 1

0. Nominal R-values are for wood frame assemblies only or assemblies built in accordance with Section 601.1.
1. Minimum requirements for each option listed. For example, if a proposed design has a glazing ratio to the conditioned floor area of
13%, it shall comply with all of the requirements of the 15% glazing option (or higher). Proposed designs, which cannot meet the
specific requirements of a listed option above, may calculate: «comphiance by Chapters 4 or 5 of this Code. ; '
2. Requirement applies to all:ceilings except single rafter or joist vaulted a:mlmgs complying with note 3. ‘ﬁrdv dmmes Advanced
Framed Ceiling.
3. Requirement applicable only to single rafter or joist vaulted ceilings where both (a) the distance between the top of the ceiling and
the underside of the roof sheathing is less than 12 inches and (b) there is a minimmm 1-inch vented airspace above the insulation.
Other single rafier or joist-vaulted ceilings shall comply with the “ceiling” requirements. This option is limited to 500 square feet of
ceiling area for any one dwelling unit.
4. Below grade walls shall be mnsulated either on the exterior to a minimum level of R-10, or on the interior to the same level as walls
above grade. Exterior insulation installed on below grade walls shall be a water resistant material, manufactured for its intended use,
and installed according to the manufacturer's specifications. See Section 602 2.
3. Floors over crawl spaces or exposed to ambient air conditions.
6. Required slab perimeter insulation shall be a water resistant material, mamifactured for its intended use, and installed according to
manufacturer's specifications. See Section 602.4.
7. Int. denotes standard framing 16 inches on center with headers insulated with a minimum of R-10 insulation.
8. This wall insulation requirement denotes R-19 wall cavity insulation plus R-5 foam sheathing.
9. Doors, including all fire doors, shall be assigned default U-factors from Table 10-6C.
10. Where a maximum glazing area is listed, the total glazing area (combined vertical plus overhead) as a percent of gross conditioned
floor area shall be less than or equal to that value. Overhead glazing with U-factor of U=0.40 or less is not included m glazing arca
limitations.
11. Overhead glazing shall have U-factors determined in accordance with NFRC 100 or as specified in Section 502.1.5.
12. Log and solid timber walls with a minimum average thickness of 3.5" are exempt from this insulation requirement.
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